
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Motorized Test Stand 
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Motorized Test Stand 
 

The BRAVO MTS Series are low cost, 

motorized tester optimized for product floor 

operation. When combined with a BRAVO 

DFG Series digital force gauge, it provides 

users with an easy-to-use testing system for 

tensile, compression, peel and flexural 

testing applications 

Specification 
 

Features 
 
Tensile, Compression, Peel & Flexural Testing 

Low Lost 

Compact, Lightweight, Bench-top Design 

Simple Operation 

Large Working Area 

1 Year Warranty. 

Machine  Capacity : 1KN (100kgf) 

Crosshead Speed Range : 30-750mm/min 

*Optional Speed : 15-250mm/min (Capacity 2KN) 

Crosshead Travel : 490 mm 

Speed Accuracy : 4% FS 

Operating Temperature up to 35°C 

Supply Voltage : 230Vac ±10% 50-60 Hz 

Weight : +/-40 kg 

Depth  274 mm / Width 468 mm / Height 856 mm 

Power 220Vac/ 50Hz 

Warranty 1 Year 

 

This motorized test 
stand is available in 
two versions; the 
model : 
MTS-AL : Aluminum 
Profile cover and 
Metal body with black 
powder 
MTS-SUS : Stainless 
Steel Body. 

Mini Thermal printer 

Paper roll width 58 mm 
Paper roll diameter ≤ 30mm 
Power Ni-HM battery,700mAh 
Dimension 90X76X36mm 

Weight 220g (except paper roll) 

Optional Accessories 
 


